MORSERINO-32 PCW-FISTCHECK
(AC3EU 12/2023)

Microsoft Windows or Apple Macbook running Windows in Parrallels

On Computer: Download PCW- FISTCHECK http;//www.qs;.net/dj7hs/download.htm
On Morserino: Power on: select CW Keyer <RET>
Cabling: (per Amazon discription)

ONE (1) UGREEN Headphone Splitter 3.5mm 2 female to 1 male mic and mic and Audio splitter
Headset adapter Cable Stereo Comapatible with laptop
TWO (2) UGREEN 3.5mm Audio Cable Nylon Braided-Aux Cord Male to Male Stereo
ONE (1) UGREEN USB to Audio Jack Sound Card Adapter with Dual TRS 3-Pole Headphone
and Microphone USB to Aux 3.5mm External Audio Conveter

Insert HEADPHONE SPLITTER into Morserino (Audio in/Line Out jack) top left, 2" jack in

Insert one AUX cord into each jack on splitter & connect other side of AUX cord to USB Audio
Jack ADAPTER.

Match “microphone to microphone” and “speaker to speaker”
Insert USB Audio JACK Adapter into computer

On Computer: Load & run PCW Fistcheck & Set Parameters
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On Computer: Load & run Precxision CW Fistcheck & Set PARAMETERS
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